
AUTOMATIC FRONT SEAT BELT 

FITTING INSTRUCTION 

Before fitting the belt to the car please read through carefully. 

The 3-poir.t safetyoelt with slide action buckle and dual sensitive emergency \ocking retractor 
is supplied with t�,e fitting kit components 
Oependi�g on the assemb!y conditions not all components have to be used sometimes 
Tue standard fitting points can be found by using the owner's manual 
Usually these points �re closed with plastic plugs which have to be. removed 

DOOR PIU.AR FITTING -- Point A 

According to picture A.. !f there should be sev�ra! points select the rnost conveniant one. 
Mount the running loop bracket as to picture A and take care t'1at the bracket can swivel 
freely. 

FlTTlNG CF THE REEL - Point B' 

Ouring transport and unpacking the reel can lock To release the \ocking mechanism put 
the reel into a vertical position according to picture 1. lf it is still locking pull out the webbing 
sl�wiy but· strongly. Then let the webbing go lhereafter you can pu!I out th_e webbing slowty 

Check the seat belts fltting points reading the instructions booklet of your car - piChire 5 

lf there is a standard fitting point assemble according to picture 7 Use components in 
correct sequence. 

The ree( h� to be mounted in a verticaf .ind horizontal position .. 
° 

D�yi9�ions are not allowed to_b� more t�_n 5
Check the free run cf the Webbing coi! after assemb!y. 

Sl.lDE ACTION BUCKLE FITTING ·· Point C 

You will find standard fitting point either in the tunnel or in the car body floor. Assemble 
n 

acCordinQ to picture C1' C2 or C3. Tue red-oran9e UPRESS key sho�ld be moul1telso 
�hat it is ioc;ated to the car centre„ You can bend the plastic wire into t�� ;9�Rect Posit!.9�:: 
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